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HELLER H6000 PowerDynamik
HELLER
H6000

优惠详情
参考编号 10668

制造商 HELLER
类型 H6000
建造年份 2011
控制类型 CNC
转向 Siemens 840D solution line
存储位置 Halberstadt
原产地 Germany
交货时间 立即可用
货运基地 仓库交货
价格 应要求

技术细节
X路 1.000 毫米
Y 形路径 1.000 毫米
Z路径 1.000 毫米
工具架 HSK-A100 nach DIN 69893
杂志中的工具站数量 50
速度 8.000 转速
最大工件高度 1200 毫米
主轴转速 8000 转速
最大扭矩 822 牛米
X/Y/Z轴进给速度 1-50.000 毫米/分钟
快递服务 50.000 米/分钟
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驱动动力 - 主轴电机 43 千瓦
内部冷却 70 熊
快递服务 50000 毫米/分钟
标称电压 400 V
频率 50 赫兹
主轴转速范围 8000 转速
托盘数量 2
托盘尺寸（长 x 宽） 630 × 630 毫米
托盘更换时间 13 s

附加信息
Additional Equipment / Optional Features
5-port media interface for workpiece clamping (60 bar hydraulic pressure)
Additional 630 × 630 mm pallet
Fast drill breakage detection
Comfort operator terminal at the tool setup station
KNOLL paper band filtration system
High-pressure coolant system (70 bar through-spindle coolant)
Working area flushing system
Air blow-off system for the operator door window
Integrated tool monitoring system
Collision monitoring system to minimize machine damage
Handheld control unit including interface
SK50 high-performance milling spindle
Production Data Acquisition System (PDA/BDE)
Workpiece clamping via media coupling, 60 bar
Included Features
SIEMENS 840D Solution Line CNC control
SK50 high-performance milling spindle
Dual pallet changer
70 bar through-spindle coolant system
KNOLL filtration unit
Tool breakage monitoring
Collision monitoring
Production data acquisition (PDA/BDE)
Additional pallet
Workpiece clamping via 60 bar media coupling

The machine is currently in active production and can be inspected under power and in operation by prior arrangement.

优惠链接
https://www.swh-gmbh.de/de/details/machine/HELLER/668

Powered by TCPDF (www.tcpdf.org)

2/2

https://www.swh-gmbh.de/de/details/machine/HELLER/668
http://www.tcpdf.org

